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Abstract either static analysis of regular array references [12, 23] or pro-
filing [1] to determine the locality of memory operations. Unfor-

Feedback-directed optimization has become an increasingly tunately, static analysis has limited applicability when index ar-
important tool in designing and building optimizing compilers as rays or pointer operations are used in addressing and when de-
it provides a means to analyze complex program behavior that is termining locality across multiple loop nests. On the other hand,
not possible using traditional static analysis. Feedback-directed profiling-based techniques typically cannot adapt to program in-
optimization offers the compiler opportunities to analyze and op- put changes. Similarly, numerous hardware techniques exist for
timize the memory behavior of programs even when traditional determining when a load may be speculatively issued prior to the
array-based analysis is not applicable. As a result, both floating- completion of a preceding store in order to improve superscalar
point and integer programs can benefit from memory hierarchy performance [3, 14, 15], but compiler-based solutions typically do
optimization. not yield good results across a wide spectrum of benchmarks.

In this paper, we examine the notionraémory distancas it Recently, reuse distance analysis [4, 5, 10, 24], has proven to
is applied to the instruction space of a program and to feedback- be a good mechanism to predict the memory behavior of programs
directed optimization. Memory distance is defined as a dynamic over varied input sets. Theuse distancef a memory reference
guantifiable distance in terms of memory references between twais defined as the number of distinct memory locations accessed be-
accesses to the same memory location. We use memory distandsveen two references to the same memory location. Both whole-
to predict the miss rates of instructions in a program. Using the program [4, 24] and instruction-based [5, 10] reuse distance have
miss rates, we then identify the program’s critical instructions — been predicted accurately across all program inputs using a few
the set of high miss instructions whose cumulative misses accounprofiling runs. Reuse-distance analysis uses curve fitting to predict
for 95% of the L2 cache misses in the program — in both integer reuse distance as a function of a program’s data size. By quantify-
and floating-point programs. Our experiments show that memory- ing reuse as a function of data size, the information obtained via a
distance analysis can effectively identify critical instructions in few profiled runs allows the prediction of reuse to be quite accurate
both integer and floating-point programs. over varied data sizes.

Additionally, we apply memory-distance analysis to memory In this paper, we expand the concept of reuse distance to en-
disambiguation in out-of-order issue processors, using those dis-compass other types of distances between memory references. We
tances to determine when a load may be speculated ahead of a preintroduce the concept aiemory distangavhere the memory dis-
ceding store. Our experiments show that memory-distance-basedance of a reference is a dynamic quantifiable distance in terms
disambiguation on average achieves within 5-10% of the perfor- of memory references between two accesses to the same memory
mance gain of the store set technique which requires a hardwarelocation. In our terminology, reuse distance is a form of memory
table. distance. We present a new method for instruction-based mem-
ory distance analysis that handles some of the complexities exhib-
ited in integer programs and use that analysis to predict both long
and short memory distances accurately. We apply the improved
memory distance analysis to the problem of identifying critical in-

With the widening gap between processor and memory speeds, K . . . .
— 0,
program performance relies heavily upon the effective use of aStI’UCtIOI’IS those instructions that cause 95% of the misses in a

machine’s memory hierarchy. In order to obtain good applica- program — and to the problem of memory dependence prediction.
tion performance on modem systems, the compiler and micro- Predicting miss rates and identifying critical instructions requires
architecture must address two importa,nt factors in memory sys-our analysis to predict large memory dis_tance a_ccurately. I_n con-
tem performance: (1) data locality and (2) load speculation. To trast, determining when a particular load instruction may be issued

improve locality in programs, compilers have traditionally used ahead of a preceding store instruction requires us to predict short
memory distance accurately.

*This work was partially supported by NSF grant CCR-0312892. Across a set of the SPEC2000 benchmark suite we are able to
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predict short and long memory distances accurately (above a 90%the instructions that cause the memory access. We observe that
accuracy in most cases). In addition, our experiments show thatDing et al.'s model can be extended to predict various input-related
we are able to predict L2 miss rates with an average 92% accuracyprogram behaviors, such as memory distance and execution fre-
and identify an average of 92% and 89% of the critical instruc- quency, at the instruction level. We examine mapping the memory
tions in a program using memory distance analysis for floating- distances to the instructions that cause the memory accesses and
point and integer programs, respectively. Furthermore, our ex- then compute the memory distances for each load instruction. In
periments show that using memory distance prediction to disam-addition, we develop a scheme to group related memory distances
biguate memory references yields performance competitive with that improves prediction accuracy. Sections 3 through 5 discuss
well-known hardware memory disambiguation mechanisms, with- our extensions for predicting memory distance at the instruction
out requiring hardware to detect when a load may be issued aheadevel and the application of memory distance to optimization.
of a preceding store speculatively. The static schemes achieve per-
form.ance YVIthIn 5% of a 16Kjerl1try store sgt implementation for 3. Reuse Distance Prediction
floating point programs and within 10% for integer programs [3].
We begin the rest of this paper with a review of reuse distance
analysis. Then, we present our memory-distance analysis and ex
periments examining instruction-based memory distance predic-

tion, Cad:f mlss-rabte prgdlctlon, Cr'(;'_cal mbs_truct_lon d(i/tvectlon, ?n(;j the whole program [4] and each instruction [5] is predictable for
memory-distance based memory disambiguation. We conclu efloating-point programs, it is unclear whether the reuse distances

with a discussion of work related to locality analysis and mem- of an instruction show the same predictability for integer pro-

ory disambiguation, and a discussion of future work. grams. Our focus is to predict the reuse distance distribution and
. . miss rate of each instruction for a third input given the collected
2. Reuse-distance Analysis and analyzed reuse distances of each instruction in two training
inputs of different size. When collecting reuse distance statistics,
we simply map the reuse distances of an address to the instructions

p_rogram Iocallty_ e_1na|y5|s of _Dlng et "’_‘I' [_4]' _Thelr work uses a that access the address. Thus, the reuse distance for an instruc-
histogram describing reuse distance distribution for the whole pro- tion is the set of reuse distances of the addresses that the instruc-

gram. Each bar in the histogram consists of the portion of memory tion references. In this section, we discuss our methods to pre-

references whose reuse distance falls into the same range. Ding &lict instruction-based reuse distance, including an enhancement to

aI: |r:;/est|g§te ?'Vl')d'ng tl?e cohnsecutlt\)/e rafngefs I|nearly, logarith- improve predictability of integer programs. We use the predicted
mically, or Simply by making the number of references in arange q,qe distances to estimate cache misses on a per instruction basis
a fixed portion of total references. in Section 4

di Ding eté" defmek;[.helata S'ZeOf, z:]nd{r;fput asdthe Igrgest ;\eusf.e g To apply per instruction reuse distance and miss rate prediction
istance. Given two histograms with different data sizes, they find ., ;¢ fly, it is critical to represent the reuse distances of the train-

rhe It()jcallty fhi)stog;]am cl’(f a_;:w]lrd data 3!ze IS predlg_tat_)le In a se- ing runs as simply as possible without sacrificing much prediction
ected set of benchmarks. The reuse-distance prediction step gené\ccuracy. For the training runs, we collect the reuse distances of

erates the histogram for the third input using the data size of that ., .1, instruction and store the number of instanfresigency for

third input. The data size of the third input can be obtained via o1 pbin. We also record the minimum, maximum, and mean dis-
sampling. Typically, one can use this method to predict a locality -5 within each bin. A bin @ctiveif there exists an occurrence
histogram for a large data input of a program based on training ¢ roise in the bin. We note that at most 8 words of information

runs ofaipalr of small Inputs. & bin | . ) (min, max, mean and frequency) are needed for most instructions
& It;Zttgiatbii tt?fa (;Iesct:fz)rr]%eh(i);tt:gramn Qstsr,]uen::fgt gzta;)r?ézzmaertgd in order to _track their reuse distance_s sin_ce r_nps_t instruc_tions need
i ] S ) ) i only two bins. Our work uses logarithmic division for distances
the data sizes of t_w_o training inputs, we can fit the reuse dlstancesIess than 1K and uses 1K bins for distances greater than 1K.
through two coefficients; ande;, and a functiorf; as follows. Although we collect memory distance using fixed bin bound-
aries, those bins do not necessarily reflect the real distribution,
particularly at the instruction level. For example, the set of re-
lated reuse distances may cross bin boundaries. We defme a
Once the functiorf; is fixed,c; andg can be calculated and the  cality patternas the set of nearby related reuse distances for an
equation can be applied to another data size to predict reuse disinstruction. One instruction may have multiple locality patterns.
tance distribution. Ding et al. try several types of fitting functions, To construct locality patterns, adjacent bins can be merged into a
such as linear or square root, and choose the best fit. single pattern. Fang et al. [5] merge adjacent bins and assume a
Memory distance may be computed at any granularity in the uniform distribution of distance frequency for the resulting local-
memory hierarchy. For predicting miss rates and identifying criti- ity pattern [5]. Assuming a uniform distribution works well for
cal instructions, we compute memory distance at the granularity of floating-point programs but, as we show in Section 4, performs
the cache line. For memory disambiguation, we compute memory poorly for integer programs, particularly for miss-rate prediction.
distance at the granularity of a memory address. Reuse distance often does not exhibit a uniform distribution in in-
Ding et al. compute reuse distances for each address referteger programs. In this section, we propose a new bin merging
enced in the entire program without relating those distances to method that performs well on both integer and floating-point pro-

Reuse distance is one form of memory distance that is appli-
cable to analyzing the cache behavior of programs. Although
previous work has shown that the reuse distance distribution of

In this section, we describe theuse distanceand whole-

dl =ci+ex*fi(s)
d?=ci+&*fi(s)



input: th t of -dist: biBs . . _ . . .
oLtput: the setof locally paters predict itsit" pattern by fitting thet" pattern in each of the train-
for each memory referenae( ing runs. The fitting function is then used to find the minimum,
o maximum, and mean distance, and the frequency of the predicted
if (B} size>0) . pattern. Note that this prediction is simple and fast, making it a
if (p == null ||(B} .min— p.max> p.max— B}.min)|| . . . . . S
(dowrg& B}~ L freq< B} freq)) { good candidate for inclusion in adaptive compilation.
s; ;ef;aﬁ:?pﬂia: ;ﬁ“;”? For reuse distance prediction, we compute both the prediction
p.freq = B freq; p.maxt = § freq; coverage and the prediction accuracy. Prediction coverage indi-
= opidoun false cates the percentage of instructions whose reuse distance distribu-
e =B m piegq += e tion can be predicted. Prediction accuracy indicates the percent-
if (B} freq > p.max) , age ofcoveredinstructions whose reuse distance distribution is
p.mean = 8.mean; p.maxf = B.maxf; . . - ) .
correctly predicted by our model. An instruction’s reuse distance
fdown &6 B req> Bt freq distribution can be predicted if and only if the instruction occurs
e in both of the training runs and all of its reuse distance patterns
p=null; are regular. A pattern is said to begular if the pattern occurs in

! both training runs and its reuse distance does not decrease in the

larger input size. Although irregular patterns do not occur often

in all our experimental benchmarks (7-8% of the instructions on

average), they occur more often in the integer programs.

grams. The new technique computes a linear distribution of reuse  ap instruction’s reuse distance distribution is said to be cor-

distances in a pattern using the minimum, maximum, mean andrectly predicted if and only if all of its patterns are correctly pre-

frequency of the reuse distance. dicted. In the experiments, we cross-validate this prediction by
Once the reuse-distance data has been collected, we constru@omparing the predicted locality patterns with the collected pat-

reuse-distance patterns for each instruction by merging bins us-terns through a real run. The prediction is said tabeectif the

ing the algorithm in Figure 1. The algorithm scans the original predicted pattern and the observed pattern fall into the same set of

bins from the smallest distance to largest distance and iteratively ping, or they overlap by at least 90%. Given two pattékadB

merges any pair of adjacent binandi + 1 if such thaB.min < A max< B.max we say thaf andB overlap by

at least 90% if

A.max— maxA.min, B.min)

This inequality is true if the difference between the minimum dis- max(B.max— B.min, A.max— A.min) —
tance in bini + 1 and the maximum distance in hitis no greater
than the length of bin The merging process stops when it reaches
a minimum frequency and starts a new pattern for the next bin.
The set of merged bins for an instruction make up its locality pat-
terns We observe that this additional merging pass reflects the
locality patterns of each instruction and notably improves predic-
tion accuracy since the patterns of reuse distance may cross th
predefined bin bounds. As illustrated in Figure 2, the first four .
bins are merged as one pattern and the remaining two merged as-1  Experimental Methodology
the other. We represent the constructed locality patterns just as
with the original bins using a mean, max, mean and frequency for
the pattern. For a pattern, its mean is the mean of the bin with the
maximum frequency and its frequency records the total frequency
of all merged bins. Using min, max, mean, and frequency of each
pattern, we indeed model up to two linear frequency distributions
in each pattern split by its mean.

Figure 1. Pattern-formation Algorithm

min1 —max < max — min.

We have chosen an overlap factor of 90% because it yields the nec-
essary accuracy for us to predict miss rates effectively. Since we
use floating-point fitting functions to predict reuse distance some
error must be tolerated. We note that, however, the effect on pre-
diction accuracy varies by less than 1% if we require predicted
@atterns to have a 95% overlap with the actual patterns.

To compute reuse distance, we instrument the program bina-
ries using Atom [20] to collect the data addresses for all mem-
ory instructions. The Atom scripts incorporate Ding and Zhong's
reuse-distance collection tool [4, 24] into our analyzer to obtain
reuse distances. During profiling, our analysis records the cache-
line based reuse distance distribution for each individual memory
instruction using a cache-line size of 64 bytes.

We examine 11 programs from SPEC CFP2000 and 11 pro-
Patem _, Paten grams from SPEC CINT2000. Tables 1 and 2 list the programs

that we use. The remaining four benchmarks in CFP2000 and
/"a“e’"m CINT2000 are not included because we could not get them to
compile correctly on our Alpha cluster. We use version 5.5 of the
Compagq compilers using the -O3 optimization flag to compile the

mn meant | mallZ : programs. Since SPEC CPU2000 does not providettaioinput
Fi o p " f e e sets for feedback-directed optimization with all benchmarks, we
igure 2. Paitern formation use thaest and therain input sets. Using the reuse distances mea-

Following the prediction model discussed in Section 2, the sured for the test and train input sets, we predict forréference
reuse distance patterns of each instruction for a third input caninput sets. Even though Hsu et al. [9] show that e input set
be predicted through two training runs. For each instruction, we does not represent the cache behavior of the program well due to

Frequency
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its small size, we obtain good results since we can characterize the | Benchmark Patterns Coverage | Accuracy
effects of a change in data size on the cache behavior using small __| Y%constant) %linear | (%) (%)
. . 168.wupwise 95.4 3.9 97.4 99.7
inputs and translate those changes into the cache effects for a large 171 swim 837 10.7 984 971
input without using that large input set. We verify this claim in 172.mgrid 858 38 93.9 978
Section 4. 173.applu 80.2 5.0 95.9 97.8

In the data reported throughout the rest of this paper, we report | 177.mesa 92.3 4.1 97.8 99.9
dynamic weighting of the results. The dynamic weighting weights | 179.art 88.4 5.2 99.7 98.3
each static instruction by the number of times it is executed. For | 183.equake 76.9 8.1 97.0 974
instance, if a program contains two memory instructiohgnd 188.ammp 85.2 10.3 96.7 97.0
B, we correctly predict the result for instructighand incorrectly 189.lucas 81.3 13.5 52.0 98.3
predict the result for instructioB, and instructiorA is executed ggg.zggack géAO Té’% gi'g gg'z
80 times and instructioB is executed 20 times, we have an 80% : : : : :

[ average [ 861 [ 77 [ 930 [ 976 |

dynamic prediction accuracy.

In the remainder of this paper, we present the data in both tex- Table 1. CFP2000 reuse distance prediction
tual and tabular form. While the most important information is

discussed in the text, the tables are provided for completeness and| Benchmark Patterns Coverage | Accuracy

. . . %constant| %linear (%) (%)
to give a summary view of the performance of our techniques. 164.97ip 853 37 779 947
) o 175.vpr 86.3 7.2 98.8 94.2
3.2 Reuse Distance Prediction Results 176.gcc 76.9 31 97.8 94.7
181.mcf 63.6 10.7 82.9 88.0
This section reports statistics on reuse distance distribution, | 186.crafty N/A N/A 97.5 95.8
and our prediction accuracy and coverage. Tables 1 and 2 list | 197.parser 77.4 5.9 94.8 96.6
reuse distance distribution, the prediction coverage and accuracy 252.e0n 95.9 2.4 99.4 99.7
. : X : . ) 254.gap 79.8 35 85.2 933
on a per instruction basis. For both floating point and integer pro- 555 vortex 899 11 573 550
grams, over 80% reuse distances remain constant with respect to 256:bzip2 576 30 88.0 o1.4
the varied inputs and 5 to 7% of distances are linear to the data [300.twolf 724 10.6 912 917

size, although both percentages for integer programs are signifi- —5yerage [ 812 [ 51 | 916 | 938 |

cantly lower than those of floating-point programs. A significant
number of other patterns exist in some programs. For example, in ~ Table 2. CINT2000 reuse distance prediction
183.equake, 13.6% of the patterns exhibit a square root (sqrt) dis-
tribution pattern. For 200.sixtrack and 186.crafty, we do notreport  For floating-point benchmarks, our model predicts reuse dis-
the patterns since all data sizes are identical. Our model predictstance correctly for 97.6% of the covered instructions on average,
all constant patterns. slightly improving the 96.7% obtained by Fang [5]. It predicts the
For floating-point benchmarks, the dynamically weighted cov- reuse distance accurately for over 95% of the covered instructions
erage is 93.0% on average, improving over the 91.3% average offor all programs except 171.swim which is the only benchmark on
Fang et al. [5]. In particular, the coverage of 188.ammp is im- which we observe significant over-merging. For integer programs,
proved from 84.7% to 96.7%. For all floating-point programs ex- our prediction accuracy for the covered instructions remains high
cept 189.lucas, the dynamic coverage is well over 90%. In 189.lu- with 93.8% on average and the lowest is 181.mcf which gives 88%.
cas, approximately 31% of the static memory operations do not ap-One major reason for the accuracy loss on 181.mcf is because sev-
pear in both training runs. If an instruction does not appear during eral reuse patterns in theference run would require super-linear
execution for both theest andtrain data sets, we cannot predictits pattern modeling which we do not use. The other major loss is
reuse distance. The average prediction accuracy and coverage dfom the cache-line alignment of a few instructions where we pre-
integer programs are lower than those of floating-point programs dict a positive distance which indeed is zero for téference run.
but still over 90%. The low coverage of 164.gzip occurs because  In addition to measuring the prediction coverage and accuracy,

the reuse distance for thest run is greater than that forain. This we measured the number of locality patterns exhibited by each in-
occurs because of the change in alignment of structures in a cachetruction. Table 3 below shows the average percentage of instruc-
line with the change in data size. tions that exhibit 1, 2, 3, 4, or more patterns during execution. On

As mentioned previously, an instruction is not covered if one of average, over 92% of the instructions in floating-point programs
the three following conditions is not satisfied: (1) the instruction and over 83% in integer programs exhibit only one or two reuse-
does not occur in at least one training run, (2) the reuse distance ofdistance patterns. This information shows that most instructions
testis larger than that farrain, or (3) the number of patterns forthe  have highly focused reuse patterns.
instruction does not remain constant in both training runs. Overall,

an average of 4.2% of the instructions in CFP2000 and 2.2% of the Benchwak | ae o 12 1 =0

instruction in CINT2000 fall into the first category. Additionally, CINT2000 [ 723 [ 109 [ 76 [ 46 | 53

0.3% and 4.4% of the instructions fall into the second category )

for CFP2000 and CINT2000, respectively. Finally, 2.5% of the Table 3. Number of locality patterns

CFP2000 instructions and 1.8% of the CINT2000 instructions fall To evaluate the effect of merging bins as discussed in Section 3,

into the third category. we report how often instructions whose reuse pattern crosses the



original 1K boundaries are merged into a single pattern. On aver- miss rate for each instruction. We use thst andtrain input sets

age 14.1% and 30.8% of the original bins are merged for CFP2000for the training runs and verify our miss rate prediction using the
and CINT2000, respectively. This suggests that the distances inreference input sets. The second scheme, calleférence reuse
floating-point programs are more discrete while they are more con- distance(RRD), uses the actual reuse distance computed by run-
tinuous in integer programs. For both integer and floating-point ning the program on theference input data set to predict the miss
programs, the merging significantly improves our reuse distancerates. RRD represents an upper bound on the effectiveness of us-

and miss rate prediction accuracy. ing reuse distance to predict cache-miss rates. The third scheme,
calledtest cache simulatioTCS), uses the miss rates collected
4. Miss Rate Prediction from running thetest data input set on a cache simulator to pre-

dict the miss rate of the same program run onréference input

Given the predicted reuse distance distribution, we can predictdata set. For comparison, we report L2 miss rate and critical in-
the miss rates of the instructions in a program. For a fully associa- SFFUQUOU prediction using Fang.’s approach that assumes a uniform
tive cache of a given size, we predict a cache miss for a referencedistribution of reuse distances in a pattern (U-PRD) [5].
to a particular cache line if the reuse distance to its previous access . o
is greater than the cache size. For set associative caches, we preL}'2 Miss-rate Prediction Accuracy
dict the miss rate as if it were a fully gsso_clatlve cache. This mode_l Table 4 reports our miss-rate prediction accuracy for an L1
catches the compulsory and capacity misses, but neglects conflictache.  Examining the table reveals that our prediction method

misses. ) ) (PRD) predicts the L1 miss rate of instructions with an average
_ If the minimum _dlstance of a pattern |s_greater Fhan the cache g7 504 and 94.4% accuracy for floating-point and integer pro-
size, all accesses in the pattern are considered misses. Wheo th&rams, respectively. On average PRD more accurately predicts the
cache size falls in the middle of a pattern, we estimate the miss iss rate than TCS, but is slightly less accurate than RRD. Even
rates by computing the percentage of the area under the patteryqygh TCS can consider conflict misses, PRD still outperforms
curve that falls to the right of the cache size. _ it on average. Conflict misses tend to be more pronounced in the
In our analysis, miss-rate prediction accuracy is calculated as integer benchmarks, yielding a lower improvement of PRD over
| actual— predicted| TCS on integer codes. In general, PRD does better when the data
- maxactual, predicteq size increases significantly since PRD can capture the effects of
the larger data sets. TCS does better when the data sizes between

We glean the actual rates through cache simulation using the sameest, train and reference are similar since TCS includes conflict
input. Although the predicted miss rate does not include conflict mjsses.

misses, the actual miss rate does. While cache conflicts may af-

fect miss rates significantly in some circumstances, reuse distance Suite PRD | RRD | TCS
alone will not capture conflicts since we assume a fully associative CFP2000 | 97.5 | 984 | 95.1
cache. For the SPEC2000 benchmarks that we analyzed, in spite CINT2000 | 94.4 | 96.7 | 93.9

of not incorporating conflict misses in the prediction, our predic- Table 4. L1 miss rate prediction accuracy
tion of miss rates is highly accurate. Note that the prediction for

L2 cache is identical to that for L1 cache with the predicted L1 Table 5 presents our prediction accuracies for our L2 cache
cache hits filtered out. configuration for floating-point and integer programs, respectively.
The miss rates reported include all instructions, whether or not Table 6 provides a summary of the results for three other L2 asso-
they are covered by our prediction mechanism. If the instruction’s ciativities. As can be seen, these results show that PRD is effective
reuse distance is predictable, then we use the predicted reuse disin predicting L2 misses for a range of associativities. We will limit
tance distribution to determine the miss rate. If the instruction our detailed discussion to the 4-way set associative cache. On av-
appears in at least one training run and its reuse distance is nokrage, smaller associativity sees slightly worse results.
predictable, we use the reuse distance of the larger of the training PRD has a 92.1% and 92.4% miss-rate prediction accuracy
runs to predict the miss rate. If the instruction does not appear infor floating-point and integer programs, respectively. PRD out-

either training run, we predict a miss rate of 0%. performs TCS on all programs in CFP2000 except 189.lucas and
200.sixtrack. In general, the larger reuse distances are handled
4.1 Experimental Methodology much better with PRD than TCS, giving the larger increase in

prediction accuracy compared to the L1 cache. For 200.sixtrack,

For miss-rate prediction measurements, we have implementedthe data size does not change, so TCS outperforms both PRD and
a cache simulator and embedded it in our analysis routines to col-RRD. For 189.lucas, a significant number of misses occur for in-
lect the number of L1 and L2 misses for each instruction. We use structions that do not appear in either training run.
a 32K, 2-way set associative L1 cache and a 1MB, 4-way set as- For CINT2000, PRD outperforms TCS on all programs except
sociative L2 cache. Each of the cache configurations uses 64-bytel64.gzip where the gain of TCS is negligible. For 164.gzip, the L2
lines and an LRU replacement policy. miss rate is quite low (0.02%). In addition, the coverage is low be-

To compare the effectiveness of our miss-rate prediction, we cause the reuse distance for thst dataset for some instructions
have implemented three miss-rate prediction schemes. The firstis larger than the reuse distance fi@in due to a change in align-
scheme, calledredicted reuse distand®RD), uses the reuse dis- ment in the cache line. As a result, TCS is better able to predict
tance predicted by our analysis of the training runs to predict the the miss rate since PRD will overestimate the miss rate.



CFP2000 U-PRD | PRD | RRD | TCS CINT2000 | U-PRD | PRD | RRD | TCS
168.wupwise| 97.7 98.2 | 989 | 952 164.gzip 98.0 99.3 | 99.9 | 99.9
171.swim 91.7 92.8 | 98.0 | 86.0 175.vpr 90.1 95.1 | 96.0 | 90.0
172.mgrid 97.3 97.6 | 99.3 | 90.3 176.gcc 88.8 92.0 | 955 | 89.9
173.applu 96.6 973 | 99.0 | 911 181.mcf 59.4 67.3 | 93.8 | 46.8
177.mesa 92.8 97.2 | 97.2 | 95.8 186.crafty 99.9 99.9 | 99.9 | 99.9
179.art 82.6 815 | 816 | 78.7 197.parser 79.2 914 | 96.6 | 88.7
183.equake 93.1 943 | 95.0 | 85.9 252.eon 99.9 99.9 | 99.9 | 99.9
188.ammp 82.6 82.7 | 84.4 | 815 254.gap 76.9 86.6 | 94.3 | 86.0
189.lucas 82.7 83.4 | 92.1 | 90.6 255.vortex 90.8 97.6 | 99.6 | 97.7
200.sixtrack 95.9 959 | 959 | 98.1 256.bzip2 93.7 95.4 | 98.6 | 94.9
301.apsi 92.3 92.6 | 93.6 | 88.9 300.twolf 91.8 92.4 | 95.7 | 88.9
average 91.4 92.1 | 941 | 89.3 average 88.0 924 | 97.3 | 89.3

Table 5. 4-way L2 miss rate prediction accuracy

Suite 2-way 8-way FA

PRD | RRD | TCS | PRD | RRD | TCS | PRD | RRD | TCS
CFP2000 | 91.0 | 930 | 87.1 | 924 | 944 | 884 | 96.8 | 99.9 | 91.2
CINT2000 | 90.6 | 94.7 | 875 | 926 | 975 | 89.7 | 93.6 | 99.9 | 89.1

Table 6. Effect of associativity on L2 miss rate prediction a ccuracy

PRD outperforms U-PRD for all programs except 179.art. For diction coverage. The unpredictable instructions in 189.lucas con-
this program, U-PRD predicts a larger miss rate, but due to conflict tribute a significant number of misses. The critical instruction ac-
misses, the miss rate is realized. The difference between PRD anduracy for 181.mcf is lower than average because two critical in-
U-PRD is more pronounced for integer programs than floating- structions are not predictable. In thein run for 181.mcf, the
point programs. This shows that assuming a uniform distribution instructions exhibit a reuse distance of 0. However, in thse
of reuse distances in a pattern leads to less desirable results. Thisun, the reuse distance is very large. This is due to the fact that
difference in effectiveness becomes more pronounced when iden+the instructions reference data contained within a cache line in the
tifying critical instructions as shown in the next section. train run and data that appear in different cache lines indbigrun

In general, PRD is much more effective than TCS for large due to the data alignment of the memory allocator. In 256.bzip2,
reuse distances. This is extremely important since identifying L2 a number of the critical instructions only appear in tren data
misses is significantly more important than L1 misses because ofset. For this data set, these instructions do not generate L2 misses
the miss latency difference. In the next section, we show that TCSand are, therefore, not critical. Since we use tha reuse dis-
is inadequate for identifying the most important L2 misses and that tance to predict misses in this case, our mechanism is unable to

PRD is quite effective. identify these instructions as critical. For 300.twolf, a number of
o . . the critical instructions have unpredictable patterns. This makes
4.3 ldentifying Critical Instructions predicting theeference reuse distance difficult and prevents PRD

For static or dynamic optimizations, we are interested in the from rtec;o?ntl_z 'n? thzegg |nstrl;ct|ons a?hcrlilczal. _Note tt h?‘t we dlo rg)con/t
critical instructions which generate a large fraction (95%) of the report statistics for -eon because Ine Ls miss rate Is nearly 00

cumulative L2 misses. In this section, we show that we can pre-  Comparing the accuracy of TCS in identifying critical instruc-
dict most of the critical instructions accurately. We also observe tions, we see that TCS is considerably worse when compared with
that the locality patterns of the critical instructions tend to be more its relative miss-rate prediction accuracy. This is because TCS
diverse than non-critical instructions and tend to exhibit fewer con- Mis-predicts the miss rate more often for the longer reuse distance
stant patterns. instructions (more likely critical) since its prediction is not sensi-
To identify the actual critical instructions, we perform cache tive to data size. U-PRD performs significantly worse than PRD,
simulation on theeference input. To predict critical instructions, ~ On average, for CINT2000. This is because the enhanced pat-
we use the execution frequency in one training run to estimate thetern formation presented in Section 3 is able to characterize the
relative contribution of the number of misses for each instruction reuse distance patterns better in integer programs. For 181.mcf
given the total miss rate. We then compare the predicted critical @nd 254.gap, U-PRD identifies more of the actual critical loads,
instructions with the real ones and show the prediction accuracy but it also identifies a higher percentage of loads as critical that are
weighted by the absolute number of misses. Table 7 presents thé'ot critical. In general, U-PRD identifies 1.6 times as many false
percentage of critical instructions identified using all four predic- Cfitical instructions compared to PRD, even though the absolute
tion mechanisms for our cache configuration. Additionally, the Number is quite low on average for both techniques.
table reports the percentage of loads predicted as critical (%opred) We tested critical instruction prediction on the other three as-
by PRD and the percentage of actual critical loads (%act). sociativities listed in Table 6 and, on average, the associativity of
The prediction accuracy for critical instructions is 92.2% and the cache does not affect the accuracy of our prediction for crit-
89.2% on average for floating-point and integer programs, respec-ical instructions significantly. The only noticeable difference oc-
tively. 189.lucas shows a very low accuracy because of low pre- curred on the 2-way set associative cache for 301.apsi, 175.vpr



CFP2000 U-PRD | PRD | RRD | TCS || %pred | %act CINT2000 | U-PRD | PRD | RRD | TCS || %pred | %act
168.wupwise| 99.9 99.9 | 99.9 | 88.3 0.77 0.77 164.gzip 1.2 929 | 999 | 0.0 0.59 0.80
171.swim 99.9 99.9 | 99.9 | 99.9 3.61 3.09 175.vpr 67.8 899 | 944 | 0.0 0.30 0.45
172.mgrid 99.7 99.9 | 99.9 | 55.9 2.61 211 176.gcc 78.5 96.5 | 99.6 | 87.3 1.22 1.27
173.applu 98.0 985 | 99.9 | 855 2.23 1.78 181.mcf 80.1 733 | 999 | 28.1 2.18 1.50
177.mesa 99.9 99.9 | 99.9 | 99.9 0.06 0.06 186.crafty 97.1 97.1 | 97.2 | 99.9 0.4 0.49
179.art 99.9 99.9 | 99.9 | 96.4 1.82 0.83 197.parser 81.7 96.6 | 989 | 67.3 1.16 1.14
183.equake 91.4 959 | 99.6 | 0.0 2.35 2.52 252.eon - - - - - -

188.ammp 90.2 90.9 | 96.3 | 10.9 0.41 0.41 254.gap 96.9 93.2 | 99.7 | 56.5 0.22 0.17
189.lucas 24.1 352 | 999 | 5.0 1.77 4.54 255.vortex 59.1 98.1 | 989 | 97.8 0.32 0.15
200.sixtrack 98.7 98.7 | 915 | 21.6 1.05 0.60 256.bzip2 65.9 825 | 99.9 | 84.2 1.07 1.65
301.apsi 89.9 959 | 945 | 0.0 1.51 1.56 300.twolf 69.8 720 | 96.0 | 6.1 0.99 1.12
average 90.2 92.2 | 98.3 | 51.2 1.66 1.67 average 63.5 89.2 | 984 | 527 0.94 0.97

Table 7. 4-way set-associative L2 critical instruction pre diction comparison

and 186.crafty. For this cache configuration, conflict misses play aa sequence of stores of the same value. Differing from cache miss
larger role for these three applications, resulting in a lower critical prediction which is sensitive to relatively large distances, we fo-
instruction prediction accuracy. cus on shorter access and value distances that may cause memory
Finally, Table 7 shows that the number of critical instructions order violations.
in most programs is very small. These results show that reuse dis-
tance can be used to allow compilers to target the most important5.1  Access Distance and Speculation
instructions for optimization effectively.
Critical instructions tend to have more diverse locality patterns
than non-critical instructions. Table 8 reports the distribution of
the number of locality patterns for critical instructions using dy-

For speculative execution, if a load is sufficiently far away
from the previous store to the same address, the load will be
a good speculative candidate. Otherwise, it will likely cause a
mis-speculation and introduce penalties. The possibility of a mis-

namic weighting. We find that the distribution is more diverse than ; :
- - . speculation depends on the distance between the store and the load
that shown in Table 3. Although less than 20% of the instructions . . . . .
as well as the instruction window size, the load/store queue size,

on average have more than 2 patterns, the average goes up to over : . :
S Lo . and machine state. Taking all these factors into account, we exam-
40% when considering only critical instructions.

ine the effectiveness of access distance in characterizing memory

Benchmark T 1 3 3 7 SE© dependences. Although it is also advisable to consitstruction
CEP2000 2211 384 | 200 128 | 6.7 distancethe number of instructions between two references to the
CINT2000 | 18.7 | 145 255 | 225 | 18.0 same address) with respect to instruction window size, we observe
that instruction distance typically correlates well to access distance
Table 8. Critical instruction locality patterns and using access distance only is sufficient.

Critical instructions also tend to exhibit a higher percentage of When we know ahead of real execution t.he. backvyard access
non-constant patterns than non-critical instructions. Critical in- distance of aload, we can mark the lagmeculativef the distance
structions in CFP2000 have an average of 12.7% all constant patJS greater than a threshold. We mark the loashas-speculative
terns and an average of 10.8% in CINT2000. Since this data re-Otherwise. During execution, only marked speculative loads are al-
veals that critical instructions are more sensitive to data size, it lowed for speculative scheduling. In Section 5.4, our experimental
is important to predict reuse distance accurately in order to apply results show that a threshold value of 10 for access distance yields

optimization to the most important memory operations. the best performance for our system configuration.
The access distance prediction is essentially the same as the
5. Memory Disambiguation reuse distance prediction. Instead of collecting reuse distances in

the training runs, we need to track access distances. A difficulty

Mis-speculation of memory operations can counteract the per- here is that we need to mark speculative loads before the real ex-
formance advantage of speculative execution. When a mis-ecution using the real inputs. Reuse distance prediction in Sec-
speculation occurs, the speculative load and dependent instruction 3 uses sampling at the beginning of the program execution to
tions need to be re-executed to restore the state. Therefore, a goodetect the data-set size and then applies prediction to the rest of
memory disambiguation strategy is critical for the performance of the execution. For a system supporting adaptive compilation, the
speculative execution. This section describes a novel profile-basedcompiler may mark loads after the input data size is known and
memory disambiguation technique based on the instruction-basecadaptively apply access distance analysis. In our method, we do
memory distance prediction model discussed in Section 3 with anot require knowledge of the data size ahead of the real execu-
few extensions. In this section, we introduce two new forms of tion and thus do not require either sampling or adaptive compila-
memory distance -access distancandvalue distance- and ex- tion. Instead, we base our access-distance prediction solely on two
plore the potential of using them to determine which loads in a training runs.
program may be speculated. The access distance of a memory ref- Our method collects the access distances for two training runs
erence is the number of memory instructions between a store toand then predicts the access distance pattern for each load instruc-
and a load from the same address. The value distance of a refertion for a presumably larger input set of unknown size. Two facts
ence is defined as the access distance of a load to the first store isuggested by Tables 1 and 2 make this prediction plausible: most



reshold distance tool to ignore subsequent stores to the same memory lo-
! cation with the same value. In this way, we only keep track of the
2 stores that change the value of the memory location.

threshold

‘
!
Ny
!
‘
!
!

= : Similar to access distance prediction, we can predict value dis-
‘ tance distribution for each instruction. Note that the value distance

of an instance of a load is no smaller than the access distance. By

(a) Splitting (b) Intersection using value distances and the supporting hardware, we can mark

] ) more instructions aspeculative
Figure 3. PMSF lllustration

_ _ _ 5.3 Experimental Design
access distances are constant across inputs and a larger input typi-

cally increases the non-constant distances. Since a constant pattern T‘? examine the performance of memory dlsta_nce base‘_’ mem-
does not change with respect to the data size, the access distanddy disambiguation, we use the FAST micro-architectural simula-
is predictable without data-size sampling. We also predict a lower 0" based upon the MIPS instruction set [16]. The simulated ar-

bound for a non-constant access distance assuming that the new irchitecture is an out-of-order superscalar pipeline which can fetch,
put size is larger than the training runs. Since the fitting functions diSPatch and issue 8 operations per cycle. A 128 instruction cen-

are monotonically increasing, we take the lower bound of the ac- tral window, and a load store queue of 128 elements are simulated.

cess distance pattern for the larger training set as the lower boundV© Memory pipelines allow simultaneous issuing of two mem-

on the access distance. If the predicted lower bound is greater tharP"Y OPerations per cycle, and a perfect data cache is assumed. The

the speculation threshold, we mark the loacspeculative assumption of perfect cache eliminates ill effects of data cache
We define theredicted mis-speculation frequen@MSF) of a misses which would affect scheduling decisions as they may al-

load as the frequency of occurrences of access distances less thafe" the order of memory operation_s. We believe the effectiveness
the threshold. We mark a load apeculativewhen its PMSF i Of any memory dependence predictor should be evaluated upon

less than 5%. The PMSF of a load is the ratio of the frequencies Ofwhetl_ner or n_ot the predictor can correctly i_dentify the times th‘_"‘t

the patterns on the left of the threshold over the total frequencies.Ioad mstruc::on; Sbhouhj bedheld and the tlmesl thatl the load in-
When the patterns are all greater or all less than the threshold, ithtr”Ct'onT should be alowe to_exezute s;:;ecu ative y% :oweve;,]
is straightforward to mark the instruction as speculative or non- or completeness we also examine the performance of the bench-

speculative, respectively. For the cases illustrated by Figures 3(a)mark su!te when using a 32KB direct-mapped non-blocklng L,l

and 3(b), the threshold sits between patterns or intersects one ofache witha Iate_ncy of 2 cycles and a 1 MB 2-way set assomayve
the patterns. We presume that the occurrences of distances Iesls_RU L2 cache with a latency of 10 cycles. Both caches have a line
than the threshold will more likely cause mis-speculations but the size of 64 bytes. .

occurrences greater than the threshold can still bring performance For our te_st suite, we use a subset of the C an_d Fortran 77
gains. When the threshold does not intersect any of the accesé)enchma_rks_, in the SPEC CPU2000 b_enchmark suite. The pro-
distance patterns, the PMSF of a load is the total frequencies of9"@ms Missing from S,PEC CPU2000 '”C“!de all Fanan 80 and
the patterns less than the threshold divided by the total frequencyC++ programs, for which we have no co_mpller, and five programs

of all patterns. When the threshold value falls into a pattern, we (254.gap, 255.vortex, 256.bzip2, 200.sixtrack and 168.wupwise

calculate the mis-speculation frequency of that pattern as which could not be compiled and run correctly with our simulator.
For compilation, we use gcc-2.7.2 with the -O3 optimization flag.

Again, we use theéest andtrain input sets for training and generat-
ing hints, and then test the performance using¢feence inputs.
Since we perform our analysis on MIPS binaries, we cannot use
ATOM as is done in Section 3. Therefore, we add the same instru-
.. mentation to our micro-architectural simulator to gather memory
Onder and Gupta [17] have shown that when multiple succes- gjstance statistics. To compute which loads should be speculated

sive stores to the same address write the same value, a subsequegje augment the MIPS instruction set with an additional opcode to
load to that address may be safely moved prior to all of those storesjpgjcate a load that may be speculated.

except the first as long as the memory order violation detection
hardware examines the values of loads and stores. Given the fol-5.4 Results
lowing sequence of memory operations,

(threshold— min)

(max—min) «frequency of the pattern

5.2 Value Distance and Speculation

In this section, we report the results of our experiment using
access distance for memory disambiguation. Note that we do not
report access and value distance prediction accuracy since the re-
sults are similar to those for reuse distance prediction. Given this,
we report the raw IPC data using a number of speculation schemes.

store aj, Vi
store ap, Vo
store ag, v3
load ag, vgq

HRONE

wherea; throughay are memory addresses andthroughv, are

the values associated with those addresses, # ap = az = a4,
54.1

Vo = vz andvy # vp, then the load may be moved ahead of the third
store, but not the second using a value-based approach.

We call the access distance of a load to the first store in a se-

quence of stores of the same value vakue distancef that load.

IPC with Address-Based Exception Checking

We have run our benchmark suite using five different memory
disambiguation schemes: access distance, no speculation, blind
speculation, perfect disambiguation and store sets using varied ta-

To compute the value distance of a load, we modify our accessble sizes [3]. The no-speculation scheme always assumes a load



and store are dependent and the blind-speculation scheme always 5 B access 0 nom blind | perfect D store1k M storel6k

assumes that a load and store are independent. Perfect memory
disambiguation never mis-speculates with the assumption that it
always knows ahead the addresses accessed by a load and store
operation. The store set schemes use a hardware table to record
the set of stores with which a load has experienced memory-order
violations in the past. Figures 4 and 5 report the raw IPC data
for each scheme where only address-based exception checking is
performed.

B access O no® blind O perfect O store1lK @ store16K

Figure 5. CINT2000 address-based IPC

those of blind speculation. The relative high mis-speculation rate
of the profile-based schemes are mostly because they cannot adjust
to dynamic program behaviors. Our memory-distance schemes
mark a load as non-speculative when 95% of its predicted memory
distances are greater than a threshold. This could cause up to 5%
mis-speculation of an instruction. The mis-speculation rate and
performance are sensitive to the threshold values. We examined
thresholds of 4, 8, 10, 12, 16, 20 and 24. On average, a thresh-
Figure 4. CFP2000 address-based IPC old value of 10 is the best. However, other thresholds yield good
As can be seen in Figure 4, on the floating-point programs, the results for some individual benchmarks. For instance, 177.mesa
access-distance-based memory disambiguation scheme achievesfavors a threshold of 12.
harmonic mean performance that is between 1K-entry and 16K-  Table 9 gives the harmonic mean IPC of our benchmark suite
entry store set techniques. It reduces the 34% performance gapusing address-based exception checking with the cache model in-
for blind speculation to 13% with respect to the perfect mem- stead of a perfect memory hierarchy. As can be seen by the re-
ory disambiguation. It also performs within 5% of the 16K-entry sults, the relative performance of our technique remains similar
store set. This 5% performance gap is largely from 171.swim, for CFP2000, but improves for CINT2000. The performance im-
177.mesa, and 183.equake, where the 16K store set outperformgroves because cache misses hide the effects of the reduced pre-
our profile-based scheme by at least 8%. For these three benchédiction accuracy obtained by our access distance model.
marks, we observe that the access-distance-based scheme suffer
over a 1% miss speculation rate. A special case is 188.ammp, store set
for which all speculation schemes degrade the performance. The Bench no | access| 1KB | 16KB
16K store set degrades performance by 13%. The access-distance CFP2000| 0.91 | 1.55 | 145 ) 161
based scheme lowers this performance degradation to less than CINT200 | 113 | 153 | 143 | 160
1%. 188.ammp has an excessive number of short distance loads.
The access-distance-based technique blocks speculations for these ~ Table 9. Address-based IPC with Cache
loads. Although the store set scheme does not show a substan-
tially higher number of speculated loads, we suspect that its perfor- . . .
mance loss stems from some pathological mis-speculations where>-4-2  IPC with Value-Based Exception Checking
the penalty is high. Value-distance-based speculation, the store set technique, and
Figure 5 reports performance for the integer benchmarks. The blind speculation can all take advantage of value-based excep-
average gap between blind speculation and the perfect scheme igion checking in order to reduce memory order violations. Fig-
23%, compared to an average 34% performance gap for CFP2000ures 6 and 7 show the performance of these three schemes where
suggesting a smaller improvement space. The blind scheme isthe value-based exception checking is used. Table 10 reports the
marginally better than no speculation. This negligible improve- harmonic mean IPC achieved using the cache model instead of
ment is due to high mis-speculation rates and fewer opportunitiesthe perfect memory hierarchy. For all schemes, on average, the
for speculation. The access-distance-based scheme reduces th&lue-based exception checking improves performance over the
23% performance gap of blind speculation with respect to perfect corresponding address-based schemes since some of the address
disambiguation to 13%. Access distance performs close to a 1K-conflicts can be ignored due to value redundancy.
entry store set scheme and within 10% of the 16K-entry scheme.  For floating-point benchmarks, blind speculation gains over
Three benchmarks, 164.gzip, 176.gcc, and 300.twolf, contribute 12% because of a significant reduction in the mis-speculation rate.
most of this performance disparity. These three benchmarks showOn average, the value-distance-based scheme and store set im-
the highest mis-speculation rates for the access-distance schemeprove 3 to 5%. Although the value-distance scheme still per-
The mis-speculation rates for the memory-distance schemesforms below the store set technique, value-distance prediction is
are generally higher than those of store set, but much lower thanstill needed when using value-based exception checking.

IPC




For integer programs, the improvement obtained by using  Cache simulation can supply accurate miss rates and even per-
value-based exception checking is notably smaller than that for formance impact for a cache configuration; however, the simula-
floating-point programs. The value-distance scheme shows an im-tion itself is costly and impossible to apply during dynamic op-
provement of 3% while the store set techniques all improve less timization on the fly. Mattson, et al., present a stack algorithm
than 2.5%. We attribute this to fewer value redundancies in inte- to measure cache misses for different cache sizes in one run [11].
ger benchmarks and the smaller performance gap between blindSugumar and Abraham [22] use Belady’s algorithm to character-

speculation and perfect memorv disambiauation. ize capacity and conflict misses. They present three techniques for
) fast simulation of optimal cache replacement.
6 @ valve @bind O storelk M storel6k Many static models of locality exist and may be utilized by the

compiler to predict cache misses [2, 6, 12, 13, 23]. Each of these
models is restricted in the types of array subscript and loop forms
that can be handled. Furthermore, program inputs, which deter-
mine, for instance, symbolic bounds of loops, remain a problem
for all aforementioned static analyses.

Work in the area of dynamic memory disambiguation has
yielded increasingly better results [3, 7, 14]. Moshovos and
Sohi have studied memory disambiguation and the communica-
tion through memory extensively [14]. The predictors they have
designed aim at precisely identifying the load/store pairs involved
in the communication. Various patents [21, 7] also exist which
Figure 6. CFP2000 value-based IPC identify those loads and stores that cause memory order violations
and synchronizing them when they are encountered.

Chrysos and Emer [3] introduce the store set concept which al-
lows using direct mapped structures without explicitly aiming to
identify the load/store pairs preciselfDnder [15] has proposed
a light-weight memory dependence predictor which uses multi-
ple speculation levels in the hardware to direct load speculation.
Onder and Gupta [17] have shown that the restriction of issuing
store instructions in-order can be removed and store instructions
can be allowed to execute out-of-order if the memory order vi-
olation detection mechanism is modified appropriately. Further-
more, they have shown that memory order violation detection can
be based on values, instead of addresses. Our work in this paper
uses this memory order violation detection algorithm.

IPC
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Figure 7. CINT2000 value-based IPC 7. Conclusions and Future Work
In this paper, we have demonstrated that memory distance is
store set . . . . . .

Bench no | value KB T 16KE predictable on a per instruction basis for both integer and floating-
CEP2000| 091 | 150 | 152 | 1.63 point programs. On average, over 90% of all memory operations
CINT200 | 1.13 | 1.55 | 1.48 | 1.65 executed in a program are predictable with a 97% accuracy for
floating-point programs and a 93% accuracy for integer programs.
Table 10. Value-based IPC with Cache In addition, the predictable reuse distances translate to predictable
miss rates for the instructions. For a 32KB 2-way set associative

L1 cache, our miss-rate prediction accuracy is 96% for floating-

6. Related Work

point programs and 89% for integer programs, and for a 1MB 4-

In addition to the work discussed in Section 3, Ding et al. way set associative L2 cache, our miss-rate prediction accuracy is
predict reuse distances to estimate the capacity miss rates of aver 92% for floating-point and integer programs. Most impor-
fully associative cache [24], to perform data transformations [25] tantly, our analysis accurately identifies the critical instructions in
and to predict the locality phases of a program [19]. Beyls and a program that contribute to 95% of the program’s L2 misses. On
D’Hollander detect reuse distance patterns through profiling and average, our method predicts the critical instructions with a 92%
generate hints for the Itanium processor [1]. It's unclear whether accuracy for floating-point programs and a 89% accuracy for in-
their profiling and experiments are on the same input or not, how- teger programs for a 1MB 4-way set associative L2 cache. In ad-
ever, our work can be used to generate their hints. Marin and dition to predicting large memory distances accurately for critical
Mellor-Crummey [10] use instruction-based reuse distance in the instruction detection, we have shown that our analysis can effec-
prediction of application performance. Their analysis may require tively predict small reuse distances. Our experiments show that
significantly more space than ours. Pinait, et al. [18], statically without a dynamic memory disambiguator we can disambiguate
identify critical instructions by analyzing the address arithmetic memory references using access and value distance and achieve
for load operations. performance within 5-10% of a store-set predictor.



The next step in our research will apply critical instruction
detection to cache optimization. We are currently developing a
mechanism based upon informing memory operations [8] to over-
lap both cache misses and branch misprediction recovery. We
also believe that our work in memory disambiguation has signif-
icant potential for EPIC architectures where the compiler is com-
pletely responsible for identifying and scheduling loads for spec-
ulative execution. We are currently applying memory-distance-
based memory disambiguation to speculative load scheduling for
the Intel 1A-64. We expect that significant performance improve-
ment will be possible with our technique.

In order for significant gains to be made in improving pro-
gram performance, compilers must improve the performance of
the memory subsystem. Our work is a step in opening up new

avenues of research through the use of feedback-directed and dy*

namic optimization in improving program locality and memory
disambiguation through the use of memory distance.
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